
Detailed sound image

Outstanding wearing comfort for long listening sessions

Convenient, single-sided cable

Latest diaphragm geometry for detail stereo sound

Headband and ear pads made from high-quality materials for excellent 
wearing comfort

Lightweight aluminium voice coils for wide dynamics and high efficiency 

Detachable, single-sided cable (cable length: 3 m)

1/4“ (6.3 mm) screw-on jack adaptor, gold-plated

2-year warranty

Explore new 
sound dimensionsHD 465

Enjoy a new music 
experience: The HD 465

stereo headphones offer 
a detailed sound image

and excellent wearing
comfort. The detachable,

single-sided cable is 
another nifty feature. 



Specifications

Model HD 465

EAN No. 4044156000800

UPC No. 615104100909

Cat. No. 500157

Construction open

Design headphones: black with blue decorative foam 

Frequency response 18–21,500 Hz

Transducer principle dynamic

Nominal impedance 32 Ohm

SPL (1 kHz, 1 Vrms) 110 dB

THD < 0.2 %

Ear coupling supra-aural

Weight (without cable) 220 g

Connector 3.5 mm stereo jack plug with adaptor to 1/4” (6.3 mm)

Packaging

Design “altar” concept: recloseable cardboard box with hanging eyelet and blister-packed
product on display inside

Packaging dimensions in mm (W x H x D) 205 x 240 x 100

Master carton dimensions in mm (W x H x D) 635 x 510 x 250

Units per master carton 15

Languages German, English, French, Italian, Spanish, Dutch



Detailed stereo sound

Outstanding wearing comfort for long listening sessions

Excellent dynamics

Headphone holder included

Latest diaphragm geometry for detail stereo sound

Headband and ear pads made from high-quality materials for 
excellent wearing comfort

Lightweight aluminium voice coils for excellent dynamics and 
high efficiency 

Headphone holder included – easily attached to a table or shelf 
(horizontal & vertical)

Detachable, single-sided cable (cable length: 3 m)

1/4“ (6.3 mm) screw-on jack adaptor, gold-plated

2-year warranty

Explore new 
sound dimensionsHD 485

Experience new sound
sensations: The HD 485

are open, circumaural 
dynamic stereo head-

phones with exceptional
sound characteristics 

and outstanding wearing
comfort. The HD 485 
include a headphone 

holder that easily attaches
to a table or shelf, making
sure that the headphones

are always at hand.



Model HD 485

EAN No. 4044156001821

UPC No. 615104102163

Cat. No. 500266

Construction open

Design headphones: titanium-green with black decorative foam  

Frequency response 16–24,000 Hz

Transducer principle dynamic

Nominal impedance 32 Ohm

SPL (1 kHz, 1 Vrms) 110 dB

THD < 0.2 %

Ear coupling circum aural

Weight (without cable) 220 g

Connector 3.5 mm stereo jack plug with adaptor to 1/4” (6.3 mm)

Packaging

Design “altar” concept: recloseable cardboard box with hanging eyelet and blister-packed 
product on display inside

Packaging dimensions in mm (W x H x D) 205 x 240 x 100

Master carton dimensions in mm (W x H x D) 635 x 510 x 250

Units per master carton 15

Languages German, English, French, Italian, Spanish, Dutch

Specifications
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